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Abstract—Thermal videos captured by low-cost microbolometric cameras are highly noisy. Additionally, in the absence of strong heat
sources, the scenes have low thermal contrast making heat transport analysis even harder. In this paper, we demonstrate that by
properly modeling the bolometric pixel behavior, it is possible to overcome both the high noise and low contrast in thermal signals to
reveal subtle heat flows in everyday scenes from noisy measurements. Our key insight is that microbolometers always return temporally
correlated measurements and each pixel’s response function varies across the focal plane array and with operating conditions. This
means that any spatial processing, perhaps to extract features or estimate motion or align patches across frames, works against an
artificially elevated noise floor established by this spatial non-uniformity in pixel responses. Our simple solution is to perform a per-pixel
temporal 1D wavelet transform and then apply spatial processing to the resulting coefficient maps. The clean video is reconstructed
from the processed coefficient maps using the canonical dual frame. This approach is highly parallel and achieves a spatially coherent
video even in the presence of strong pixel-, row-, and column-wise drifts, as well as additive and multiplicative noise. Thanks to our
denoising, we use simple operations such as time derivatives and spatial iso-contours of pixel intensity fields to reveal subtle heat flows
that are almost imperceptible in the captured videos. Beyond visualizing heat transport, we show improvement on downstream tasks
such as shape from heat conduction, visible-thermal intrinsic image decomposition and separation of thermal emission and reflection.
Our denoising can also broaden the applicability of computational imaging approaches that use optical filtering (polarization, spectral
filtering, beam splitters, etc.) in the thermal spectrum which reduce SNR of captured data even further. We hope our approach will help
move inverse heat transport research out of controlled and specialized industrial domains to complex everyday scenes all around us.

Index Terms—Uncooled Microbolometers, Non-Uniformity Correction, Thermal Computational Imaging
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1 INTRODUCTION

EAT transport is happening all around us, all the time,
Heven in a dark room or a cold freezer. Even subtle
heat flows, such as due to a gentle breeze (Fig. 1), should
theoretically encode rich information about the scene. De-
spite their omnipresence, thermography, or the study of heat
transport, is primarily used in specialized applications such
as defense and industrial inspection where the targets have
high temperature or medical imaging and remote sensing
where controlled setups and expensive cooled thermal cam-
eras can be afforded. It is encouraging that recent works
have used low-cost thermal cameras to recover shape [1],
[2], [3], material [4], and lighting information [5], [6], as
well as decompose thermal light transport [7], [8]. However,
these methods still rely on excessive heating, controlled
laboratory setups or strong priors.

These low-cost thermal cameras are uncooled mi-
crobolometers and they have a reputation for being noisy.
But the Noise Equivalent Temperature Difference (NETD),
the primary figure of merit for thermal camera hardware,
is as low as 20 — 50 mK for modern microbolometers. In
other words, current thermal camera hardware is much
more sensitive than the algorithms we use with them lead us
to believe. In this paper, we show that proper modeling of
the bolometric pixel behavior can allow simple algorithms
to reveal subtle heat flows all around us, especially when
visualized using an appropriate representation.
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Microbolometers differ fundamentally from CMOS sen-
sors. Each pixel is a temperature-dependent resistor that
heats and cools continuously in response to incident flux.
They are constantly exposed to the scene, have no reset
at the end of readout and their measurements are tem-
porally correlated due to thermal inertia. As the sensor is
not temperature-stabilized, the response of the bolometric
pixels drifts slowly and independently from their neighbors.
Similarly, the readout electronics which are shared across
rows and columns drift as well, which introduces axis-
correlated non-uniformities. It is these diverging temporal
drifts that manifest spatially as Fixed Pattern Noise (FPN).
In this paper, we embrace this inherent temporal nature
of microbolometers rather than rely on ever stronger and
computationally expensive spatial priors.

Our key insight is to first treat each pixel in a thermal
video as a separate 1D array and apply the Dual-Tree
Complex Wavelet Transform (DT-CWT) [9] to it. Note that
a pixel’s temporal drift can be well approximated by a
low order polynomial. As DT-CWT has multiple vanishing
moments (depending on the choice of filters), any pixel-
specific drift and low frequency signal gets accumulated
into the approximation coefficients [10] as we decompose to
larger depths. The approximation coefficients at the coarsest
level have a higher SNR, which enables spatial denoisers to
better separate drift from signal. This separation of temporal
dynamics in a thermal video across multiple scales, afforded
by the wavelet transform, allows us to simplify denoising
long videos into spatially smoothing a sparse set of coeffi-
cient maps. For spatial processing of coefficient maps, we
propose a two stage approach. First, for low SNR scenes, we
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Fig. 1: Heat transport occurs all around us all the time. A gentle draft of wind blowing through the window opening
cools the sill, bunny and the table. The median value of the temporal standard deviation of the above video is < 200 mK.
Bolometric thermal cameras are highly noisy and low contrast, so such subtle heat transients are thought to not be captured.
Our work shows that proper modeling of the bolometric pixel behavior leads to a simple wavelet domain algorithm to
denoise such videos revealing subtle heat transients that were there all along. While the denoised frame does not seem too
different from the captured frame, common operations necessary for heat transport modeling and analysis including heat
accumulated over time (Frame 900 minus Frame 0), the time derivative of temperature and the evolution of temperature
iso-contours clearly reveal heat flows. See supplementary video for continuous flows.

develop a custom destriping process. Then, we use a non-
local method, such as BM3D [11], as a gaussian denoiser.
While any denoiser (including deep learning based) could
be applied here, BM3D proved effective in our experiments
in recovering subtle spatial structures in the coefficient
maps.

Beyond noise, a second criticism of microbolometer
videos is low image contrast in the absence of strong heat
sources in the scene. But thanks to effective denoising, we
show that simple temporal operations and visualizations
can reveal even the most subtle heat flows. These operations
include the cumulative intensity change since the start of the
video (current frame minus first frame), temporal derivative
of pixel intensity, or spatial iso-contours of intensity fields.
These quantities are not just helpful in visualization but are
crucial to modeling and analyzing heat transport.

We demonstrate the effectiveness of our Temporal-
Spatial Video Processing (TSVP) framework using mi-
crobolometer videos of everyday scenes to reveal often
surprising subtle heat flows even when the noise in the
captured videos seem to be overwhelming. Consider the
bunny draft scene in Fig. 1 where a gentle wind draft
slightly cools the window sill, object and table. The tempo-
ral visualizations of cumulative intensity change, temporal
derivative and iso-contours after denoising show the heat
transport even though the corresponding visualizations of
the captured video look somewhat hopeless. We illustrate
our approach in a similar way in diverse indoor and outdoor
scenes in Sections 5 and 6 to reveal signals such as vehicle
exhaust, sharp text on books, thermal reflections from glossy
surfaces even when the signals seem to be buried in noise.

We also demonstrate our approach when the thermal
cameras are optically filtered (using beam splitters, polar-
izers, spectral filters, etc.), with even lower SNR, better

enabling computational imaging methods that use such
filtering. Finally, we show the benefit of our algorithm for
downstream tasks such as shape from heat conduction,
separation of thermal reflection and emission, and visible-
thermal intrinsic image decomposition. We hope this work
spurs research on general inverse heat transport in everyday
complex scenes with low-cost microbolometric cameras.

2 RELATED WORK

2.1 Thermal Computational Imaging

Thermal imaging has attracted growing interest in computer
vision because it captures wavelengths beyond the visible
spectrum and thereby grants access to physical quantities —
material properties, temperature distributions, and radiative
characteristics — that are otherwise hidden. For instance,
JoLHT-Video [5] formalizes the coupling between a visible
image of a scene and its thermal video. Several works
exploit thermal-specific physical cues, including intrinsic
thermal emission [3], polarization arising from thermal
emission and reflection [12], [13], and heat conduction for
object reconstruction that is independent of reflectance and
scene lighting [1], resolving long-standing ambiguities in
physics-based vision [2]. These ideas have been extended to
material classification [4], intrinsic image decomposition [5],
[6], pose estimation [14], tracking [15], and the separation of
reflected and emitted thermal radiation [7], [8], demonstrat-
ing the breadth of information that can be recovered from
the thermal domain. However, uncooled microbolometers
— the only low-cost option for long-wave infrared (LWIR)
capture — introduce sensor-specific noise that significantly
degrades image quality and limits the practical reach of
these methods.



2.2 Scene-based and Shutter-based NUC

Non-Uniformity Correction (NUC) is a fundamental prepro-
cessing step that compensates for pixel-wise variations in
sensor response, and is typically classified as either shutter-
based or scene-based. Shutter-based methods, most notably
Flat Field Correction (FFC), estimate per-pixel offset by
periodically capturing reference frames with a mechanical
shutter closed over the sensor. While effective, FFC inter-
rupts normal imaging and is therefore unsuitable for contin-
uous capture, particularly when the goal is to observe slow
thermal phenomena. Scene-based methods, in contrast, es-
timate correction parameters directly from observed image
sequences without dedicated calibration frames [16]. Early
work by Hardie et al. [17], [18] leverages motion and frame
registration across video sequences to estimate pixel-wise
parameters, but these approaches assume sufficient scene
motion and accurate alignment — assumptions that break
down in the static, low-contrast scenes we target.

2.3 Thermal Image and Video Restoration

Noise removal in uncooled thermal imaging has been ad-
dressed both as single-image NUC and as multi-frame
video restoration. Single-image approaches include statis-
tical methods [19] and CNN-based methods [20]; because
they operate on one observation, they struggle to disentan-
gle structured noise from scene content. Multi-frame meth-
ods exploit temporal consistency across frames to achieve
stronger separation [21], [22], [23]. A complementary line
jointly removes random and fixed-pattern noise through
spatiotemporal video filtering [24], and general-purpose
deep video denoisers adopt a similar spatiotemporal phi-
losophy [25]. DeeplR, for example, assumes small camera
motion so that a clean latent image can be optimized jointly
with per-pixel noise parameters. MDIVDnet [26] combines
spatio-temporal features with a physics-based noise gener-
ator for end-to-end restoration. Recent progress has been
dominated by deep networks, including CNN-based de-
signs [20], [27], [28], [29], [30], adversarial learning [31],
and diffusion models [32]. Supervised training, however, is
constrained by the scarcity of clean thermal ground truth.
Physics-based noise synthesis has been proposed as a rem-
edy [21], [26], yet its success hinges on the accuracy of the
underlying noise model and its ability to capture the non-
stationary drift processes we observe in real data (Sec. 3).

2.4 Wavelet-based Thermal Image Restoration

Wavelet-based processing has long been used for thermal
data. However, most prior methods apply wavelet trans-
forms along the spatial dimensions, to identify stripe noise
and suppress gaussian noise. In contrast, we empirically
demonstrate the surprising utility of first applying temporal
wavelet transform before any spatial processing. These prior
works could be used to improve the spatial processing
applied to the temporal coefficient maps in our framework.

Prior work has explored wavelet-domain denoising with
complex wavelet transforms and optimization-based refine-
ments [33], as well as statistical models such as the Gaussian
Scale Mixture [34]. Wavelet representations have also been
applied to NUC by isolating sensor-specific noise in the fre-
quency domain [35]. More recent work integrates wavelets
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with deep learning, combining joint spatial-wavelet features
and attention mechanisms to improve the separation of
noise from detail [36], [37]. These methods often demon-
strate their performance on high SNR scenes. In contrast,
our Temporal-Spatial Video Processing reveals subtle heat
flows in extremely noisy thermal videos.

3 TEMPORAL DYNAMICS OF A MICROBOLOMETER

A precise forward model is hard to pin down for mi-
crobolometers due to the fundamental stochastic nature of
heat transport within them and the many sources of aber-
rations that vary with operating conditions. We therefore
take an empirical approach, analyzing the raw output from
a real microbolometer to motivate our algorithmic choices.
Our analysis reveals two key facts: (1) commonly used noise
models do not model drifts, and (2) low-frequency temporal
drift is in fact a major contributor to high frequency spatial
aberrations.

3.1 Empirical Analysis of Raw Microbolometer data

We captured 1024 frames at 60 Hz of a plain wall at thermal
equilibrium using a FLIR Boson+ thermal camera (640 x 512
resolution, NETD < 20 mK). The recording began several
minutes after power-on; an FFC was performed immedi-
ately before capture and then disabled for its duration. We
also disabled the on-board spatio-temporal filters including
Temporal Filter and the Supplemental Column/Row Noise
Reduction filters to access the raw sensor output while
retaining all fixed factory calibrated non-uniformity correc-
tions.

Let 1[n; i; j] denote the pixel intensity at row i, column j
and frame n. To analyze axis-correlated telg;gloral dynamics,
we define row-mean signals 1¢[n; i; -] = % j=11 [n;i;j]and
column-mean signals l¢[n; - j] = % :ll 1[n;i; j]. We use the
autocorrelation function (ACF) to identify temporal trends
in these signals. Specifically, the ACF between X;[n] and

Xz[n] atlag is defined as
1 ™ xqqn] = 1)(x2[n —
ACFx0( ) = baln] = wbeln® 1= 2),
- n=1 12
(1)
where K and  are the temporal mean and standard

deviation of Xk[n].

As the scene itself is static and in thermal equilibrium,
the thermal intensity at every pixel must be constant in time.
Figure 2 shows pixel-intensity plots and ACF curves for two
neighboring pixels, two neighboring rows and two neigh-
boring columns. The two horizontal dashed lines denote the
95% confidence interval (CI) for white noise +1:96=v/N.
At pixel, row and column levels, the ACF lies outside
this band, confirming statistically significant low frequency
trends. One might expect this to be the scene equilibrium
slowly drifting. However, we notice that these drifts differ
within each pair. Since heat conduction would smooth out
temperature differences between neighboring points on a
wall, the drifts in this case must be due to the temporal
dynamics of the microbolometer itself. Such divergence is
especially prominent at the column level.
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Fig. 2: (left) An illustration of the temporal dynamics of raw data from a real microbolometer observing a plain wall at
thermal equilibrium. (right) The top row shows pixel intensities of two diagonally neighboring pixels, mean intensities of
their corresponding rows and that of their columns. The bottom row shows their corresponding autocorrelation function
(ACF) which reveals the diverging low frequency trends between neighboring pixels / rows / columns present in real

thermal cameras even in ambient indoor conditions.
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(b) Noise model from [21]

Fig. 3: Temporal intensity plots and their corresponding
autocorrelation function (ACF) plots for two commonly
used noise models for thermal cameras in computer vision.
These do not capture the drift in temporal dynamics of real
microbolometers as seen in Fig. 2.

3.2

There are broadly two classes of noise models used in
thermal computer vision. To test these noise models, we
consider a scene at perfect equilibrium with all ground truth
pixel values at I = 0:5. The additive model [26], [38], [39]
decomposes the video as

Insufficiency of Current Noise Models

In;i;j] =1 [n;i;j] + Ng[n;i;j] + Ni[n;i; -]+

Nc[; 3]+ Nefi; ] + Nnlisj]; )

where | is the true scene signal, Ng is additive white

Gaussian noise, Nj is temporal line noise, Nc and N are
fixed spatial stripe noises, and Ny, is hill noise [26]. The
affine model [21], [40] accounts for per-pixel gain and offset
as:

i3] = (GEAJV [mi4] + Ofitj]) + Ne[niiijl (3)
where G and O are the pixel-wise gain and offset relating
input radiant flux to output voltage and Ng is the electronic
readout noise.

The pixel intensity and ACF plots for both these noise
models are shown in Fig. 3. As both these models use only
Gaussian processes even in the time dimension, the ACF
plots at the pixel, row and column level all are consistently
within the 95% CI bands. This is qualitatively inconsistent
with what we observed in real data (Fig. 2). Algorithms
trained or designed under such models would therefore
struggle to perform well on real microbolometers, especially
at low SNR.

3.3 Temporal Drift and the Fixed Pattern Noise

In visible cameras, the response of every pixel to incident
flux is nearly identical. As a result, the difference in intensity
between neighboring pixels exposed to identical scene flux
is primarily the read noise which is zero-mean Gaussian,
although with a higher variance. This is not the case for
microbolometers, where neighboring pixels experience di-
verging drifts. Therefore, spatial differences in a thermal
video of an ideal uniform thermal target would have non-
zero expected value equal to the difference in expected value
of each pixel. As these drifts are low frequency in time, they
appear to be “fixed” when viewing a dynamic scene, and
hence the name Fixed Pattern Noise (FPN).

As these drifts cannot be eliminated at the hardware-
level, all microbolometers rely on either a shutter-based or
scene-based NUC to mitigate it. All shutter-based Flat Field
Correction (FFC) techniques introduce sharp jumps in pixel
statistics before and after the FFC, which becomes particu-
larly problematic when studying slow thermal phenomenon



of low contrast scenes. On the other hand, scene-based NUC
results in a burn-in effect where faint edges from static
parts of the scene stick with the video. These algorithms
alter the pixel statistics even before they are recorded by
the camera. In this work, we instead develop algorithms
that operate directly on the raw thermal video feed from a
microbolometer.

3.4 Spatial Coherence of Temporal Signals

The core issue with applying spatial denoisers to raw
thermal images is that the response of any spatial kernel
includes the response from both the signal and the drift.
Our simple solution is to first perform a temporal operation
that projects the signal, drift and noise into a common set of
functions, before doing any spatial processing. Specifically,
we apply 1D wavelet transform along time at each pixel
independently. The slow pixel-specific drifts, along with
low frequency signal, get accumulated to their respective
approximation coefficients, leaving the detail coefficients at
finer scales robust to temporal drifts. As the approximation
coefficients have a higher signal to noise ratio, spatial de-
noising algorithms are able to better separate drift from the
signal in the coefficient domain.

Note that, we do not aim to recover absolute radio-
metric intensities in the recovered video. Instead, we seek
thermal videos that remain spatially coherent at all times
and all temporal scales. This is particularly applicable for real
microbolometers as their pixel intensities are only related
to the current pixel temperature. The finite heat capacity
of the pixel implies that its temperature cannot change
instantaneously even if the scene changes instantaneously
due to a hot object moving across a pixel.

4 TEMPORAL-SPATIAL VIDEO PROCESSING

Our framework, which we call Temporal-Spatial Video Pro-
cessing (TSVP), chains a temporal transform with a spatial
denoiser applied to each resulting coefficient map. The de-
sign exploits the unique temporal structure of microbolome-
ters (Sec. 3) while leveraging the extensive literature on 2D
image denoising. An overview is shown in Fig. 4 and the
algorithm is summarized in Alg. 1.

4.1 Temporal Transform with Vanishing Moments

Let Iyre € RN H W denote the preprocessed thermal video
(Sec. 4.4). The intensities at each pixel is a vector of N values
that is a function of the true signal from the scene, drift in
response at the pixel / row / column levels, and noise at all
three levels - all mixed together.

Desired transform properties. The primary job of the
temporal transform is to map these N numbers into M
coefficients such that spatial processing at each of the M
coefficient indices preserves the signal. To do this efficiently
requires:

Shift invariance: neighboring pixels witness an event
/ edge at slightly different times. To preserve the
timing of events, the transform should produce co-
efficients that vary smoothly for shifted inputs.

Algorithm 1 Temporal Spatial Video Processing

1: procedure TSVP(I)

2: lpre « preTransform(l) . Sec. 4.4
3 (As; D-) + FforwardTransform(lpre) . Sec. 4.1
4: // Process Approximation Coefficients - Sec.43.1
5 vVm; A1 '\JI — spatialProcess(As[m])

6 Net Mz (Allm] - Agm]) -

7. vm; Ag[m] « spatialProcess(Asm] — N)

8 // Process Detail Coefficients - Sec.432
9:  Vm;*“; D<[m] « spatialProcess(D-[m])

0: ym;* :D:[m | « softshrink(D:[m))

11: Ipost — mverseTransform(AS, D. )

122 T« postTransform(Ipost) . Sec. 44
13 return?®

14: end procedure

15: procedure SPATIALPROCESS(X)

16: X < destripelmage(X) . Sec. 433
17 X« denoiselmage(X) . BMB3D [11]

18: return X
19: end procedure

Linear phase: spatial denoisers rely on coefficient mag-
nitude to differentiate signal from noise. The trans-
form should produce larger coefficients near time
instances when a transient happens.

Limited redundancy: ideally the transform is orthogo-
nal (i.,e. M = N). If not, lower redundancy results in
fewer coefficients to process.

Compact support: finite-length filters enable efficient
computation.

The standard critically sampled Discrete Wavelet Transform
(DWT) is not shift-invariant due to the downsampling oper-
ation at every scale, while the Stationary Wavelet Transform
(SWT) is highly redundant (M >> N). We therefore adopt
the Dual-Tree Complex Wavelet Transform (DT-CWT) [9]
from the signal processing literature as an engineered com-
promise: it is nearly shift-invariant, has near-linear phase
and compact support with only 2x redundancy irrespective
of the decomposition depth.

Mathematical formulation. Applying a 1D DT-CWT
along the temporal dimension at each spatial location
mdependentl& yields an approximation coefficient tensor

s € RMs and a set of detail coefficient tensors
{D- e cM- H Wis_  where s is the maximum decompo-
sition depth, Ms is the number of approximation coefficients
and M- is the number of detail coefficients at each scale. The
video is thus expanded as

Ms s M-

’I"L7Z,] ZA m,Z,]]SOsm }"‘ZZDZ[m,%]]dJ&m[n],
m=1 =1 m=1
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where ”s;m and -, are the set of scaling functions and

wavelet functions that are shared across all spatial locations.
In all our experiments we use the default implementation
from the dtcwt Python module [41] with Near-Symmetric
5,7-tap filters for level 1 and Kingsbury’s 10,10-tap QShift
filters at levels > 2.

Role of vanishing moments. A wavelet with K vanish-






